
page 1 of 1www.dualmist.com 

WATER MIST NOZZLE
DATA SHEET

Installation

Nozzles must be handled with care and fully inspected for damage prior to installation.
Nozzles that are damaged must be replaced.

Prior to installation check the glass bulb for any cracks or leakage. A small air bubble should
be present, which when tilting the nozzles moves back and forth. If the bulb is damaged do not
install the nozzle.

Dualmist nozzles should be only be fitted utilising the Dualmist nozzle key (provided with order).
Please see the DIOM handbook for detailed installation instructions. Training courses can also
be provided.

Merlin Way
Quarry Hill Industrial Estate
Ilkeston
Derbyshire DE7 4RA

DX25

Nozzle Reference:
Finish:
Bulb Temperature Rating:
K Factor:
Flow rate:
Pressure:
Standard Adapter Thread Size:
Strainer:
Blow Off Cap Available:

Technical Details:

DX25-V2
Brass
68°c
9
25 L/min
6-10 bar
1/2" BSP
Yes
Yes

Product Description
The DualMIST DX25 (a revision of the DX25) pendant nozzle is 
an integral proprietary feature of the DualMIST low-pressure 
water mist system. Developed for the residential and domestic 
sector this component delivers remarkable suppression via
dual multi jet type ports at a very low flow rate.

Activation
In a fire condition, heat causes the fluid within the glass bulb to 
expand which shatters the glass thus releasingwater into the 
centre cavity. This fills and emerges from the upper ports into a 
flow restriced area within the cap. Once this volume is filled 
(within 0.1 seconds) the hydraulic pressure of the water blows
off the integral cap. Once the cap is off the water continues to 
flow through all ports unrestricted which then suppresses the fire. 



www.dualmist.com page 2 of 2

Blowoff Cap White Indented Rosette White Flat Rosette White

Nozzle KeyIndented Rosette BlackBlowoff Cap Black

Care & Maintenance:
1. Nozzles must be carefully handled and stored where temperatures will not exceed 100ºF/38ºC

2. Nozzles must never be painted, plated, coated or otherwise modified after leaving the factory.

3. The nozzles should remain packaged as supplied by the factory until the time of installation.

4. Do not install nozzles which have been dropped or damaged in any way.

5. Installed nozzles should be inspected by a competent person through the life time of the nozzles.

Warranty:

From dispatch a 12 month warranty period is in place.

For full details please refer to our standard terms & conditions.

Accessories:
Escutcheon plate (not included) available in flat (white only) or indented (black or white). Optional blowoff
cap (not included) , available in black or white.


